
IMPORTANT SAFETY INSTRUCTIONS
   INSTRUCTIONS PERTAINING TO A RISK OF FIRE, ELECTRIC SHOCK OR INJURY TO PERSONS
 

                                                            Warning - Lighted lamp is HOT!

To reduce the risk of FIRE, ELECTRIC SHOCK or INJURY TO PERSONS:
 

1) Turn off/unplug and allow to cool before replacing bulb, cleaning or other maintenance.

ITEM#402085 2) Bulb and shade can get HOT ! Touch only switch/plug when turning on.  Touch only neck when  adjusting lit lamp.

Natural Spectrum Floor Lamp 3) Do not touch hot/warm bulb at any time.

4) Do not look directly at lighted bulb.

5) Keep lamp away from materials that may burn.

 6) Do not remain in light if skin feels warm.

 7) Use only with a type FML 27W full spectrum bulb.

8) If the external flexible cable or cord of this luminaire is damaged, do not try to fix it.

It shall be exclusively replaced by the manufacturer or his service agent or a similar qualified person in order to avoid a hazard.

BULB REPLACEMENT

(Please follow these instructions before lamp assembly for initial use and for bulb replacement)

1) If the bulb fails to light for the first use it may be the result of loose contact between bulb and socket.

a. Disconnect the power cord.

b. Grasp the bulb and make sure the end of the bulb is firmly locked into the socket.

c. If the bulb is loose, insert the end of the bulb into the socket until it is firmly locked.

2) To replace bulb (Use only a type FML 27W full spectrum bulb):

a. Disconnect the power cord.

b. Remove diffuser (I) by unscrewing 3 screw nuts (J) and lifting it off the bottom of the lamp shade as shown in step 1, FIG 1 & 2.

c. Separate the bulb from the metal clip by lifting up the end of the bulb as shown in step 1, FIG 3. 

d. Pull out bulb from the socket as shown in step 1, FIG 4.

e. Insert a new bulb into the socket and make sure the end of bulb is firmly locked into socket as shown in step 2, FIG 1.

f.  Insert bulb gently back into metal clip (N) as shown in step 2, FIG 2.

g. Replace diffuser onto shade by screwing in 3 screws (J) as shown in step 2, FIG 3 & 4.

          Bulb contains mercury. Do not put in trash.  Recycle or ASSEMBLY INSTRUCTIONS
          dispose according to local, state or federal laws.

1) Lay out all parts on a smooth surface as shown in illustration.

 2) Screw lower tube (B) into base (A) and tighten.

3) Screw post (C) into post (B) and tighten.

4) Remove diffuser (I) by unscrewing 3 screw nuts (J) and lifting it off the bottom of the lamp shade as shown in step 1, FIG 1 & 2.

Please Read Carefully 5)
Insert the bulb (H) (included) into the socket making sure the end of the bulb is firmly locked into the socket as shown in step 2 , FIG 1 &

2.

6) Replace diffuser (I) onto shade (G) by screwing in 3 screws nuts (J) as shown in step 2, FIG 3 & 4.

7) Adjust the shade to your desired position using the joint knob (F) at the back of the shade (G).

8) To adjust height, unscrew the knob (D) and position shade to your desired height using arm E, then tighten knob (D) to hold in place.

9) When lowering the height, pulling the cord from the back of the base will help guide the cord and keep it free from obstruction.
10) Plug lamp into outlet and turn the rocker hi-low-off switch (K) to enjoy.

Thank you for purchasing a daylight24 lamp! 11)
If you have a question about your lamp, please email us at:  

info@daylight24.com MAINTENANCE: 

1) Use only with a type FML 27W full spectrum bulb.

2) To clean use a soft cloth only.

3) Do not use any chemical or abrasive cleaners.

SAVE THESE INSTRUCTIONS

mailto:info@daylight24.com#


 
 

Note: This lamp uses a specially formulated fluorescent bulb that simulates the characteristics of the sun. 

 The light will appear brighter and white compared to a normal incandescent bulb and will provide many of the benefits of natural sunlight.

 In addition, this bulb is energy efficient and eco-friendly.  Using a non-natural daylight bulb can result in a yellow, 

 harsh light and may not provide many of the benefits of natural daylight lighting.
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