1. This product uses a 370 magnetic motor driving system and uses 2.4 G technology for longer
range.
2. This boat uses lithium-ion batteries, giving it a maximum speed of 12 mph.
3. Specification of the Hull length: 14”
Hull width: 3.5”
Hull height: 3.25”

Remote Controller Battery Installation
Open battery cover on the remote control and insert 4.5V “AA” batteries in the correct polarity.
Close the battery cover. (See Figure)

14”
3.25”

4. This boat features an uprighting flip function. No
need to worry about capsizing your boat anymore!
3.5”

Operation Controls
Pull trigger:
Push trigger:
Turn wheel forward:
Turn wheel backward:

Instruction Manual

Please read carefully before operation.

Forward
Backward
Turn Right
Turn Left

*When remote control battery is low, the power indicator light will start to blink. Please replace
with new batteries.

Charging the Battery
Connect the battery to the charger. Then connect the charger to a power outlet. It should take 90
minutes to charge. Once the charge is full, remove the battery.

AWW INDUSTRIES™ is an innovative division of DGL Group, Ltd.
Other trademarks and trade names are those of their respective owners.

Assembling the Boat’s Base

AWW INDUSTRIES,
195 Raritan Center Parkway, Edison, NJ 08837.
Specifications, colors and contents may vary from illustrations.

PROP 65 WARNING
WARNING: This product may
contain a chemical known to
the State of California to cause
cancer, or birth defects, or
other reproductive harm.

CHOKING HAZARD-Small parts.
Not for children under 3 years.

Tested to comply with FCC standards.
FOR HOME OR OFFICE USE.
This device complies with part 15 of the FCC
Rules. Operation is subject to the following
two conditions:
(1) This device may not cause harmful
interference and
(2) This device must accept any interference
received, including interference that may
cause undesired operation.

Note:

Manufactured in China.
Batch Ref: XXXX
Model Number: XXXX

1. Users under 14 years old must operate boat under adult supervision.
2. Do not drive boat near someone in the water to avoid injury.
3. Avoid driving boat in water with too much debris. Boat’s propeller may become
entangled in debris.

Please remove boat and remote control batteries when not in use.
Do not exceed remote range of 328 feet to avoid runaway.
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Please remove boat and remote control batteries when not in use.
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After inserting fully charged battery in boat, turn on the remote control and the green indicator
light will light up. Turn the wheel on the remote back and forth in order to sync the boat and
the remote. Place boat in water. Motor will not function if boat is not in water.

Syncing the Remote and Boat
Do not leave battery cable routed on the side.
Cable can get stuck in the motor.

4. Reattach the cabin cover by snapping it
into place. Then turn the switch to close it.

3. Connect the battery to the JST plug.

2. Insert lithium-ion batteries into the battery
compartment hull.

1. To open cabin cover, open switch holding
down cabin door. Then firmly remove cabin
cover.

RC Boat Battery Installation

possible injury.
Do not touch propeller body. Only handle boat when turned off in order to prevent

13.

Keep battery pack and charger out of reach of children when charging.

12.

Avoid short circuits to prevent damage to battery and charger.

11.

Do not store battery near fire or other high temperature or humid places.

10.

Remove dead batteries from boat.

9.

Only recharge battery under adult supervision.

8.

Charge rechargeable battery before use.

7.

Do not try to charge non-rechargeable batteries.

6.

Do not mix old and new batteries or different types of batteries.

5.

Carefully follow instructions for installing batteries.

4.

Only use 1.5V “AA” batteries.

3.

Wait until battery cools after use to recharge.

2.

Batteries should be replaced by an adult.

1.

Warnings

Battery Charger

Lithium Battery
Low-voltage protection: When the speed suddenly drops, this indicates the
battery’s low power with only 1 minute of battery life remaining. Return the
boat in this time and recharge the battery.
If the ship overturns in the water, pull the trigger backward and push it forward quickly
in order to flip the boat upright. (See Figure 4)
Use the directional pad on remote for fine tune trimming. When the boat is favoring to
the left, press right on the d-pad until the boat drives straight and vice versa. (See
Figures 1 and 2)
When the boat propeller is no long in the water, the propeller will automatically stop.

RC Boat Diagram

Fine Tuning
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